Podatkovni list proizvoda
Karakteristike

LA4KC1B
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TeSys K—Prigusni modul-dvosmjerna dioda za
ograni¢avanje maksimuma-12...24 V

Komplementarno

Glavno
Range TeSys
Device short name LA4K

Product or component type

Suppressor module

Product compatibility

LC1
LP1

Mounting location

Front side

Mounting mode

Clip-on

Suppressor technology

Bidirectional peak limiting diode

[Uc] control circuit voltage

12..24V DC

Maximum peak voltage 2 Uc
Local signalling LED
Quantity per set Setof 5
Height 25 mm
Width 6 mm
Depth 22 mm
Product weight 0.01 kg
Okolina
standards BS 5424
IEC 60947
NF C 63-110
VDE 0660
product certifications CSA
uL

IP degree of protection

IP2x conforming to VDE 0106

protective treatment

TC conforming to IEC 60068
TC conforming to DIN 50016

ambient air temperature for operation

-25...50°C

ambient air temperature for storage

-50...80 °C

Offer Sustainability

Not Green Premium product

Not Green Premium product

Compliant - since 0650 - Schneider Electric declaration

of conformity

Compliant - since 0650 - Schneider Electric declaration of conformity

Need no specific recycling operations

Need no specific recycling operations

Contractual warranty

Warranty period

18 months

Schneider
aEIectric
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Niti drustvo Schneider Electric Industries SAS niti bilo koje od njegovih povezanih poduzeca ili podruznica nece preuzeti obvezu ili snositi odgovornost za pogresnu upotrebu ovdje sadrzanih informacija.

Svaki takav korisnik ili integrator duzan je provesti odgovarajucu i potpunu analizu rizika, procjenu i ispitivanje proizvoda u odnosu na odgovaraju¢u specificnu primjenu ili uporabu istog.

Ova dokumentacija nije namijenjena kao zamjena za niti bi se trebala koristiti za odredivanje prikladnosti ili pouzdanosti predmetnih proizvoda za konkretne korisni¢ke primjene.

Informacije dane u ovoj dokumentaciji sadrze opce opise i/ili tehnike karakteristike o performansama ovdje sadrzanih proizvoda.



