Podatkovni list proizvoda
Karakteristike

LA9D09982

ATlT==rRED

TeSys integral — prigusni modul RC

4

Komplementarno

Glavno
Range TeSys
Device short name LA9D

Product or component type

Suppressor module

Product compatibility

Motor starter

Range compatibility

TeSys TeSys Integral contactor breaker

Mounting mode Clip-on
Suppressor technology RC circuit
[Uc] control circuit voltage <= 250V AC 50/60 Hz
Maximum peak voltage 3 Uc 400 Hz
Product weight 0.01 kg
Okolina
standards IEC 60337-1
VDE 0106
protective treatment TH
ambient air temperature for operation -25..55°C
ambient air temperature for storage -40...80 °C

Offer Sustainability

Green Premium product

Green Premium product

Compliant - since 0847 - Schneider Electric declaration
of conformity

Compliant - since 0847 - Schneider Electric declaration of conformity

Reference not containing SVHC above the threshold

Reference not containing SVHC above the threshold

Available

Available

Need no specific recycling operations

Need no specific recycling operations

Contractua warranty

Warranty period

18 months

Schneider
ﬁEIectric

1/1

Niti drustvo Schneider Electric Industries SAS niti bilo koje od njegovih povezanih poduzeca ili podruznica nece preuzeti obvezu ili snositi odgovornost za pogresnu upotrebu ovdje sadrzanih informacija.

Svaki takav korisnik ili integrator duzan je provesti odgovarajucu i potpunu analizu rizika, procjenu i ispitivanje proizvoda u odnosu na odgovaraju¢u specificnu primjenu ili uporabu istog.

Ova dokumentacija nije namijenjena kao zamjena za niti bi se trebala koristiti za odredivanje prikladnosti ili pouzdanosti predmetnih proizvoda za konkretne korisni¢ke primjene.

Informacije dane u ovoj dokumentaciji sadrze opce opise i/ili tehnike karakteristike o performansama ovdje sadrzanih proizvoda.



